
Consumer Friendly (CF) BFA/Banana, Spade & UST Banana
Direct-Silver (S) or Direct-Gold (G) Connectors

Preparation Kit (PK) BFA/Banana, Spade & UST Banana
* Similar to CF Connectors with 1/8” longer barrel & 2 nylon set screws to secure mesh legs

PK-BFA/Banana/G
PK-BFA/Banana/S

PK-Spade/G
PK-Spade/S

PK-UST/Banana/G
PK-UST/Banana/S

BP10/G
BP10/S

BP8/G
BP8/S

Crimp-BFA/G
Crimp-BFA/S

1002/G
1002/S 2002/G

Direct-Gold only

Up to 10 awg Up to 8 awg Up to 9 awg Fits spade connector
Up to 9 awg wire; 

Spade; Banana Plug;

Bendable Pin fits almost everything Banana jack or BFA Standard Banana jack 3/4" Double Banana jack

1010/G
1010/S

Up to 10 awg

3/16” Binding Post

1410/G
1410/S

Up to 14 awg

3/16” Binding Post

1014/G
1014/S

Up to 10 awg

1/4” Binding Post

1414/G
1414/S

Up to 14 awg

1/4” Binding Post

1056/G
1056/S

Up to 10 awg

5/16” Binding Post

P814/G
P814/S

Up to 8 awg

1/4” Binding Post

P8M/G
P8M/S

Up to 8 awg

1/4” & 5/16" Post

Wire Size

Fits

Pins, BFA’s & Banana Plugs: Direct-Silver (S) & Direct-Gold (G)
BP10, BP8 & Crimp-BFA supplied with 20 x red & 20 x black ‘boots’

Wire Size

Fits

Wire Size

Fits

CF-UST/Banana/G
CF-UST/Banana/S

UST-Spade/G
UST-Spade/S

UST-Pin/G
UST-Pin/S

CF-BFA/Banana/G
CF-BFA/Banana/S

CF-Spade/G
CF-Spade/S

Up to 9 awg Fits over UST/Banana

Banana jack or BFA Standard Banana jack ‘Spring-Clip’ type jack1/4" - 5/16” Binding Post1/4" - 5/16” Binding Post

Spade Connectors: Direct-Silver (S) & Direct-Gold (G)
Supplied with 20 x red & 20 x black ‘boots’


