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When used with a matrix switcher as part of a whole
home system, the amplifier can be installed along with
the home entertainment equipment or remotely in the
field. Power for the amplifier can be supplied from the
matrix switcher along with digital signals on a Cat.5e
cable. This cable can be run up to 45 metres.

If multiple 10-Watt remote amplifiers are to be installed
together in an equipment rack, up to four amplifiers
can be joined together to fit perfectly in a standard
19-inch rack width. If fewer than four amplifiers are to
be installed in the rack, blank enclosure boxes
(Cat. # 560100E) are available to fill the 19-inch rack
width. The black anodised aluminium finish matches
perfectly with the matrix switcher and typical A/V
equipment. All connection terminals are removable
and are unique to the unit to prevent misconnection.

Multiple amplifiers can also be connected together on
the same zone using the bypass tee (Cat. # 5600TEE)
so that individual volume control over several sets of
speakers can be achieved. This typical setup may be
used in a bedroom/ensuite environment where the pro-
gram to be listened to is the same, but separate volume
control is desired.

The 10-Watt remote amplifier supports MRA reticulation
of infrared signals. By connecting one of the available
infrared targets to the amplifier, remote control signals
can be directed from the zone back to control the A/V
equipment through the matrix switcher or Audio Distri-
bution Unit.

®
®

The C-Bus Multi-Room Audio (MRA) system 10-Watt
Remote Amplifier can be used in a stand-alone single zone
installation or as part of a complete audio distribution system.
Regardless of the installation type, the amplifier provides a
robust unit capable of operating at temperatures as high
as 70° C (158° F).

When the amplifier is used in a stand-alone configuration
and installed in ceiling spaces close to speaker locations,
high temperature power supply (Cat. # 5600P24H375A)
should be used. Under normal operating temperature con-
ditions, the standard power supply (Cat. # 5600P24/1250)
can be used. The optional in-ceiling mounting bracket,
(Cat. # 560110MB) can be used to fix the amplifier to a
beam to maximise airflow around the unit.

When used in a single-zone configuration, the amplifier
offers a C-Bus installation the ability to have a single zone
of music if a complete multi-zone system is not required.
The unit is powered from 24 V d.c. and has a line-level in-
put that can be connected permanently to an audio visual
device such as a personal MP3 player. Control is typically
through a C-Bus wall switch, DLT switch or touchscreen
or by Wiser Home Control where the amplifier’s volume,
base and treble can be adjusted. The C-Bus connection
to the amplifier is through a removable screwed connector
located on the rear of the unit.

The stand-alone amplifier configuration can be expanded
to have two input sources by using the Audio Distribution
Unit (Cat. # 560011) to take a second line-level connection. 
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Electrical Specifications

Parameter                      Description

Description                          10-Watt remote amplifier

Supply voltage                      24 V d.c. @ 1.25 A when using
                                                  external power supply

                                             27 V d.c. when powered by the Matrix
                                                  Switcher via the digital audio connection

Power consumption              30 W maximum

Maximum power output       10 W RMS per channel into 6 ohms
                                             (0.514% THD)

Impedance                           6-8 ohms

Frequency response             40 Hz to 20 kHz (+/- 1 dB)

Total harmonic distortion       0.36% (using analogue input)
                                             1 kHz, 20 W RMS into 4 ohms

Signal to noise ratio               >67 dB (peak, unrated)

Analogue input signal level     2.8 V p-p maximum (47 k ohms)
(local input)

D/A conversion                       16-bit PCM

Network clock and burden      software selectable

C-Bus supply voltage              15 to 36 V d.c.

C-Bus sink current                  22 mA

Connections                           Speakers:    screw terminal block
                                               C-Bus:    screw terminal block
                                               Analogue audio input:
                                                       3.5 mm stereo socket
                                               Digital audio input:    RJ-45 socket
                                               IR target:     screw terminal block
                                               Power:     5.5 mm barrel connector socket                                           

Operating temperature            0 to 70º C (32 to 158º F)

Operating Humidity                 10 to 90% RH, non-condensing

Includes                                  Amplifier ganging plate for joining multiple
                                                      amplifiers
                                               Installation Instructions 

®

Specifications are subject to change without notice.

Clipsal and C-Bus are trademarks of Schneider Electric.

The information in this data sheet is provided in good faith.
Schneider Electric has endeavoured to ensure the relevance and
accuracy of the information. It assumes no responsibility for any
loss incurred as a result of its use. 
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A combination of  560110R amplifiers and 560100E enclosure only units can be joined together for installation
in a standard 19-inch equipment rack tray.

480 mm
(18.9 in.)

120 mm
(4.72 in.)

 40 mm
(1.57 in) 

 158 mm
( 6.22 in.) 

Catalogue number                560110R
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